
C l a m p R e s t s k

129kp h o n e 8 0 0 - 4 4 1 - 2 7 5 1 / f a x 7 1 7 - 6 9 2 - 2 1 2 0

Clamp Restsj Case hardened, black oxide finish

j Jam nut is furnished with each clamp rest

j Used on clamp assemblies to support clamping device

Thread Hex
PART # A B C D E F

CR-00 1/4-20 1-1/4 5/32 1/8 1/4 7/16
CR-01 5/16-18 1-13/16 15/64 11/64 5/16 9/16
CR-02 5/16-18 3-1/4 15/64 11/64 5/16 9/16
CR-0 3/8-16 2-1/4 11/32 1/4 3/8 5/8
CR-03 3/8-16 3-7/8 11/32 1/4 3/8 5/8
CR-1 1/2-13 2-3/8 11/32 1/4 1/2 7/8
CR-10 1/2-13 3-7/8 11/32 1/4 1/2 7/8
CR-2 5/8-11 2-5/8 15/32 1/4 5/8 1-1/16
CR-20 5/8-11 3-7/8 15/32 1/4 5/8 1-1/16
CR-3 3/4-10 2-3/4 15/32 1/4 3/4 1-1/4
CR-30 3/4-10 3-7/8 15/32 1/4 3/4 1-1/4

Stainless Steel Adjustable Clamp Rests

j Made from 300 series stainless steel

PART # A B C D E

6204 3/4 .190 1/2 #10-32 1/16
6205 1 .190 3/4 #10-32 1/16
6206 1-1/4 .190 1 #10-32 1/16
6207 1-1/2 .190 1-1/4 #10-32 1/16
6256 1 1/4 11/16 1/4-20 5/64
6257 1-1/4 1/4 15/16 1/4-20 5/64
6258 1-1/2 1/4 1-3/16 1/4-20 5/64
6259 1-3/4 1/4 1-7/16 1/4-20 5/64
6318 1-1/8 5/16 7/8 5/16-18 3/32
6319 1-3/8 5/16 1-1/8 5/16-18 3/32
6320 1-5/8 5/16 1-3/8 5/16-18 3/32
6321 1-7/8 5/16 1-5/8 5/16-18 3/32
6381 1-1/8 3/8 7/8 3/8-16 1/8
6382 1-5/8 3/8 1-3/8 3/8-16 1/8
6383 2-1/8 3/8 1-7/8 3/8-16 1/8
6384 2-5/8 3/8 2-3/8 3/8-16 1/8
6385 3-1/8 3/8 2-7/8 3/8-16 1/8


