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Button Thread Hex Nuts

Button Thread Collar Nuts

j Torque and load ratings are shown on page 43
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INCH

PART # Thread Hex A

HN-725 1/4-20 7/8 9/16
HN-731 5/16-18 1 5/8
HN-737 3/8-16 1 5/8
HN-750 1/2-13 1-3/8 1-1/8
HN-762 5/8-11 1-3/8 1-1/8

METRIC

PART # Thread Hex A

HN-706 M6 x 1.0 22.5mm 14.5mm
HN-708 M8 x 1.25 25.4 16
HN-710 M10 x 1.5 25.4 16
HN-712 M12 x 1.75 35 28.5
HN-716 M16 x 2.0 35 28.5

INCH
PART # Thread Hex A B C

CN-725 1/4-20 7/8 1 5/8 1/8
CN-731 5/16-18 1 1-1/4 13/16 3/16
CN-737 3/8-16 1 1-1/4 13/16 3/16
CN-750 1/2-13 1-3/8 1-5/8 1-1/8 1/4
CN-762 5/8-11 1-3/8 1-5/8 1-1/8 1/4

METRIC
PART # Thread Hex A B C

CN-706 M6 x 1.0 22.5mm 26mm 16mm 3.5mm
CN-708 M8 x 1.25 26 32 20.5 4.5
CN-710 M10 x 1.5 26 32 20.5 4.5
CN-712 M12 x 1.75 35 41.5 28.5 6.5
CN-716 M16 x 2.0 35 41.5 28.5 6.5

INCH

PART # Thread A B

KN-725 1/4-20 1 9/16
KN-731 5/16-18 1-1/8 3/4
KN-737 3/8-16 1-1/8 3/4
KN-750 1/2-13 1-1/2 1-1/8
KN-762 5/8-11 1-1/2 1-1/8

METRIC

PART # Thread A B

KN-706 M6 x 1.0 26mm 14.5mm
KN-708 M8 x 1.25 28.5 19
KN-710 M10 x 1.5 28.5 19
KN-712 M12 x 1.75 38 28.5
KN-716 M16 x 2.0 38 28.5

Button Thread Knurled Nuts

A Great Time Saver!
Morton Button Thread Nuts allow quick fixturing on long thread lengths. Simply press
the button and the threads are disengaged to allow easy movement up or down the
screw. Release the button and the threads engage for normal turning.

As Easy As 1-2-3...
1. Push button
2. Slide nut to new position
3. Release button and threads
engage for tightening

F

j Inch and metric sizes

j Carbon steel, black oxide finish

j Inch and metric sizes

j Carbon steel, black oxide finish

j Inch and metric sizes

j Carbon steel, black oxide finish


